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English | Software Installation Quick Start Manual

Quick Driver Installation
We highly recommend Windows 8/ Windows 7/
Windows Vista users to follow the installation

procedure:

Step 1 Insert the Driver DVD into DVD-ROM drive.

e = Step 2

gr CVD/CD-AW Drive (F)
L]

) &by da this forsoftware end games
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The AutoPlay will run and
the screen will show as
following:

Please select "Run
Nvsetup.exe”

Step 3

The Installation screen will §

show as following:
Please select "Install
Drivers” to continue.

Step 4

The Windows is installing
the drivers, please press
"Next" to continue:

§ Step 5

The driver installation will
take some time, please
wait:

i Step6

The driver installation
finish, please select "Yes"
and press "Finish"” button
to complete the installation
procedure. And, restart
your computer.

French | Software Installation Quick Start Manual

Installation rapide des pilotes

Nous recommandons vivement aux utilisateurs de
Windows 8 / Windows 7 / Windows Vista de suivre
la procédure d'installation.

Etape 1 Insérez le DVD de pilotes dans le
Blu-ray Disc ou le DVD-Rom.

! Etape 2
5 DY Dive ) | Le lancement automatique
i démarre, sélectionnez «
T bevays dn i fo software 2nd games Laﬂc@z NVSQ‘UP-QXQ ».
el ¢f run program

Etape 3
HYIDIA GoPorce GTX 840
D PALT Cliquez sur « Install

Install Drvees 3 = Drivers ».

Install Cirect £.05 S0

Etape 4

L'installation des pilotes
commence, cliquez sur «
Suivant » pour continuer.

g Etape 5

L'installation des pilotes
peut prendre un certain
temps, patientez.

& Etape 6

L'installation est terminée,
sélectionnez « oui » et
appuyez sur le bouton «
Fin » pour finaliser la
procédure d’installation.
Redémarrez votre

< ordinateur.
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German | Software Installation Quick Start Manual

Schnell Installation
Wir empfehlen Windows 8/Windows 7/Windows
Vista Nutzern nachfolgenden Installationsvorgang:

Schritt 4

Windows installiert den
Treiber. Bitte driicken Sie
auf “Weiter” um
fortzufahren.

Schritt1 Legen Sie die Treiber DVD in lhr
Blu-ray Disc oder DVD-ROM Laufwerk ein.

| Schritt 2

Autostart beginnt. Auf
dem Bildschirm erscheint
B i o ol i i folgende Meldung:

Bitte “Run Nvsetup.exe”
auswihlen.

ar DVDCD-RW Drive (F)
[5:4]

= Schritt 5
Treiber Installierung
benétigt einen Moment .
Bitte warten.

B it 6
Die Installation ist beendet.
Bitte wihlen sie “Ja” und

Schritt 3
Auf dem Bildschirm
erscheint folgendes Bild

Bitte wihlen Sie “Treiber driicken Sie “Beenden” um
installieren” um den Vorgang
fortzufahren. abzuschliessen. Bitte

starten Sie den Rechner
| erneut.

Italian | Software Installation Quick Start Manual

Guida veloce all’installazione dei Driver:
Raccomandiamo agli utenti di Windows 8/ Windows 7/
Windows Vista di utilizzare la seguente procedura

di installazione:

Punto 1 Inserire il DVD dei Driver in un lettore
Blu-ray Disc o in un lettore DVD-ROM.

et R = Punto 2
o iR i | L’ AutoPlay partira in
& automatico e verra
I T —— visualizzata la seguente
schermata:
Per cortesia selezionare
“Run Nvsetup.exe”
Punto 3
NYIDIA GoPorce GTX 440
s Verra visualizzata la .
= seguente schermata di

- installazione:

e Per cortesia selezionare
“Install Drivers” per
proseguire.

Punto 4

Verra visualizzata la
seguente schermata di
installazione:

Per cortesia selezionare
“Install Drivers” per
proseguire.

z Punto 5

Per favore attendere che
I'installazione dei driver
sia completata, questa
operazione potrebbe
impiegare alcuni minuti:

__ Punto 6

L'installazione dei driver &
completata, per cortesia
selezionare “Yes” e
premere sul pulsante
“Finish” per completare la
procedura d'installazione.
Il computer eseguira un

4 riavvio.
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Japanese | Software Installation Quick Start Manual

Windows8/Windows7/Windows VistaDiH&

DAY ESA N1 A IVERIB L, FS14 104

VAR IVESEIHLELET.

AFy71 DVDFkIEBlu-ray Disc K31 FIC kS
1) DVD #ANET,

gr CVD/CD-AW Drive () }
L)

) &by da this for softwane end games

nstal ef run program

NYIDIA GoPorce GTX 440
BPALT

all O

ATYS2
FBRE@EIRRENI0D

TIRun Nvsetup.exe 1%5 :

JybLET,

ATY73
AZa—-EmhRRENS
DT, lnstall Drivers &
HUvhLET,

| ATV74

Windows(Z FS54 D1 A
I‘_Jl"’éﬁﬁ#& L'i-g-u
TNEXT1&DU9DLET,

§ ATv75

K34 )S&AVAP=ILLTLY
Y. BT TRETHHS
CTZELY,

| ATv76

FSANA VA R=ILDE T
LELE, NYes EDYWHL,
ZIZMFinish ) E22UvH LET,

AVAM=IVESTE T THEMIC,

PCEBEBL TS,

Polish | Software Installation Quick Start Manual

Szybka instalacja sterownikow
Bardzo prosimy uzytkownikow systemow
Windows 8/Windows 7/Windows Vista o
wykonanie ponizszej procedury instalacyjnej.

Krok 1 Wiéz dysk instalacyjny DVD do stacji
Blu-ray Disc lub DVD-ROM

T B ST Krok 2

gr CVD/CD-AW Drive (F)
L]

) &bz da thi forsoftwane end games

nstal ef run program

Autorun wybierz “Run
Nvsetup.exe”

NYIDIA GoPorce GTX 840

BPALT

Install Do
I

Krok 3

Po pojawieniu sie ekranu
instalacyjnego wybierz
ninstall Drivers”

| Po pojawieniu sie ekranu B

g Krok 4

System Windows
rozpocznie procedure
instalowania sterownikow,
wybierz , Next”, aby
kontynuowaé

g Krok5

Instalacja sterownikow
moze zajac kilka minut, w
tym czasie na ekranie
bedzie wyswietlany
wskaznik postepu instalacji

3 Krok6

Po zakoriczeniu instalacji
sterownikow wybierz “Yes”,
a nastepnie ,,Finish”.
Procedura instalacji
zakoriczy sie, a komputer
automatycznie zrestartuje.
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Portuguese | Software Installation Quick Start Manual

Instalagao Rapida do Driver

Nés recomendamos aos usuarios do Windows 8/
Windows 7/Windows Vista que sigam estes
procedimentos de instalagao:

Etapa 1 Insira o DVD no drive de Blu-ray Disc ou
DVD-ROM de seu computador.

ar DVDCD-AW Drive (F)
23]

Etapa 2

| Ajanela de dialogo
abrira automaticamente
7 ko da this o sofrware znd games conforme ﬂgura ao
lado. Por favor,
selecione: “Executar
(Run) Nvsetup.exe”.

Etapa 3

Atela do programa de
instalagdo abrira
conforme figura ao
lado. Por favor,
selecione “Install
Drivers” para continuar.

07

mm Etapa 4

0 Windows esta
instalando os Drivers,
por favor, pressione
“Proximo (Next)” para
continuar.

m Etapa s

A instalagéo do Driver
levara algum tempo, por
favor, aguarde.

i Etapa 6
A instalagao foi
concluida, por favor,
selecione “Sim (Yes)" e
pressione o botdo
“Finalizar (Finish)” para
completar o processo.

Reinicie seu computador.

Romanian | Software Installation Quick Start Manual

Ghid de Instalare Rapida a Driverului
Recomandam utilizatorilor de Windows 8/

Windows 7/ Windows Vista sa urmeze procedura
de instalare:

mm Pasul 4

Windows-ul instaleaza
driverele, se apasa “Next”
pentru a continua:

Pasul 1 Se introduce DVD-ul ce contine driver-ul in
unitatea Blu-ray Disc sau DVD-ROM.

Pasul 2
| AutoPlay va rula iar

& CAL/CD-AW Drive (F)

2 ecranul va arata dupa cum m Pasul 5

T sy da i softuane and games urmeaza: Se asteapta cateva
Se selecteaza “Run momente pana cand

Nvsetup.exe” driver-ul se va instala

Pasul 3

Ecranul de instalare va
arata astfel:

Se selecteaza “Install
Drivers” pentru a continua

i Pasul 6
Instalarea driver-ului a luat
sfarsit, se selecteaza
“Yes” si se apasa “Finish”
pentru a completa
procesul de instalare.Se
porneste din nou
| computerul.
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Russian Software Installation Quick Start Manual

BbiCcTpas ycTaHOBKa ApadBepoB
Mbi HacToATeNLHO peKoMeHAYeM NoNb30BaTenAam
Windows 8/ Windows 7/ Windows Vista cnegosats

cneqyloweid HHCTPYKLMM:

Lliar 1 Beraekte DVD ¢ gpaiieepamu B Blu-ray Disc

unu DVD-ROM HakonuTens.

s T e

g DVDCD-AW Drive (F) +
23]

T sy d this for software end games

Llar 2

ABTOMaTUYECKK
3anycTUTCA NPHUMOXKEHUEe U
NOSABUTCA OKHO,
npvBegeHHOE HUXe:
Beibepute “3anycmume
(Run) Nvsetup.exe”

LWar 3

Ha akpaHe noseuTCA
HUXecneayowee
[Ananorosoe oKHo:
BuiGepute “YecmaHoeums
dpaiieep(Install Drivers)”
ANA NPOACIKEeHUsA.

LWar 4

Windows npousseger
YCTaHOBKY, HAXMUTE
Danee(“Next"):

g War5

YcraHoBka Apaiisepa
3aMeT HEKOTOpOe Bpems,
noxanywcra nofoxauTe:

d War6

Mocne Toro, Kak ycraHoBKa
3aBeplmTcA, BoiGepute fa
(“Yes”) v HaxmuTe KHONKY
lotoso (“Finish”) ann
3aBeplIeHus.

Mepe3sarpy3nTe KOMNbLOTEP.

Spanish | Software Installation Quick Start Manual

Instalacién rapida del Driver

Recomendamos encarecidamente a los usuarios de

Windows 8/ Windows 7/ Windows Vista que sigan
el procedimiento de instalacién:

Paso 1 Inserte el Driver DVD en el Blu-ray Disc
o dispositivo DVD-ROM.

ar DVDCD-AW Drive (F) }
24

T sy d this for software end games

Paso 2

El AutoPlay se iniciara y
la pantalla mostrara lo
siguiente:

Por favor seleccione
“Run Nvsetup.exe”

Paso 3

La pantalla de instalacion
mostrara lo siguiente:
Por favor seleccione
“Install Drivers” para
continuar.

= Paso 4

La Ventana se encuentra
instalando los drivers, por
favor presione “Next” para
continuar:

Paso 5

El dispositivo de
instalacion puede tomar
algtin tiempo, por favor
espere:

Paso 6

Instalacion del driver
finalizada, por favor
seleccione “Yes”y presione
el boton “Finish” para
completar el procedimiento
de instalacién. A
continuacién, reinicie su
ordenador.
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Turkish Software Installation Quick Start Manual

Hizh Siiriicii Kurulumu

Windows 8/Windows 7/Windows Vista o Adim 4
kullanicilarinin agagidaki yiikleme siirecini takip = Windows kuruluma
etmesi giddetle dnerilir. basglayacaktir. Devam

Adim 1 Siiriicii DVD’sini, DVD ya da Blu-ray Disc etmek igin “Next”e

siiriiciiniize yerlestiriniz. basiniz.
o B = Adim 2
o BEEEER RL | DVD otomatik olarak
- caligtinlacaktr, karginiza j Adim 5
s s gikacak olan ekranda “Run Siiriictiniin yiiklenmesi
rdamenen | Nvsetup.exe™i seginiz. biraz zaman alacaktir.
proses Liitfen bekleyiniz.
Aclii 3 i Adim 6
Kurulum ekrani yandaki i o
Siiriicii yiiklemesini

gibi karginiza cikacaktir,
devam etmek igin “Install
Drivers’™ seginiz.

tamamlamak icin ilk olarak
“Yes™i sonra da “Finish™i
seciniz ve bilgisayannizi
yeniden baglatiniz.

1

rd Utility Introduction

USING ThunderMaster

What is ThunderMaster?
ThunderMaster is a utility program for the graphics card under Windows, and provides you to boost performance of the
graphics card and to monitor the GPU information, which will only function correctly in conjunction with your new graphics

adapter.

Most likely, you chose to install ThunderMaster during our initial display driver installation process. In this case the
ThunderMaster icon is located on the desktop your Windows'.

If you have not yet installed ThunderMaster, you can do so now by running our DRIVER & UTILITY DISC

To launch ThunderMaster, simply click on the “P” icon in the System Tray, and a pop-up menu (UI) will appear on your
screen.

— 12



Graphics Card Utility Introduction

M PALT

THuNDER
MASTER

60

ThunderMaster Ul shows the important information such as GPU clock speed, memory clock speed, fan duty cycle
and GPU temperature. And, a lot more features to provide advanced user more detail information for over-clocking. The
newer version is easier to understand and easier to use, everything you need is on one single well organized page!

13

Main functions:

FAN DUTY Adjustment to adjust cooling fan speed

OVER-CLOCKING to adjust GPU core clock and memory clock

USER MODE for user to store the favorite mode for different application

BIOS Loading to store the BIOS of the graphics card

SETTING to change from the ThunderMaster's original setting by their requirement
STATUS to shows the current value of the graphics card

INFO (INFORMATION) to show the information of your graphics card

RESTORE to reset all the setting or adjustment to onginal setting

OTHERS
FAN DUTY Adjustment
Users can adjust the fan’s speed of the graphics card by push the “ADJUST" button. If you try to lower the temperature
of the GPU while playing games, please draw the slider bar to higher “FAN DUTY" to increase fan speed. Or, if you want

to lower the fan speed to keep lower acoustic level, set fan to lower “FAN DUTY" to decrease the fan speed.

For normal operation, please set back to “AUTO" fan control mode that will automatically adjust the fan's speed to keep
the GPU temperature under safe level.

FanSpeed - ThunderMas.. [E]

The GPU temperature is shown in C (Celsius). Or, you can change it to show in F (Fahrenheit).

For any operation condition, please keep the GPU temperature under 90 degree C.

14



Graphics Card Utility Introduction

OVER-CLOCKING

To adjust the core speed or memory speed of the card, you need to
push the “Overclocker” button and go into over-clocking page.

In order to adjust the “Graphics clock”,” Memory clock”, “Core Voltage”,
“Power Limit" and “Frame Rate Target”, please draw the slider bars to
over-clocking the board.

You can change both the core clock and/or the memory clock settings
independently. The higher the clock settings, the faster your graphics
card will work. For the GTX 600 series, increase “Power Limit" may
increase the performance as well.

For GTX 700 series (and above), the “Power Target” and “GPU
Temperature Target” can be adjusted separately by de-activate the
“Linked” button. Change the GPU Temperature Target to higher value
to allow GPU to be over-clocked easier. Activate the “Prioritize” to allow
GPU run slower to keep the temperature not going too high in order to
get lower noise level.

Push “Overvoltage” button to allow manually increase GPU's voltage.
Increasing the voltage, the GPU can be over-clocked easier and the
temperature will go higher as well.

Please note that increasing GPU voltage may damage the GPU
and impact long term reliability!

Please note that not every board can be over-clocked much, there will
be different limitation to over-clocking.

You also can control “Frame Rate Target”. For example, set FPS target

at 90 FPS (other than MAX) that the graphics will not run top speed to
save some power consumption and still have very good gaming quality.

15

OverClocker

Notice: Do take care while doing over-clocking

Change the speed in small increments only, i.e. in increments of 5~10 MHz. Then check if your games are still running
correctly. If you start seeing abnormal frames on your screen, or your 3D graphics appear in a “broken” fashion, you have
exceeded the board's capabilities, and you must revert to your previous setting.

USER MODE

“USER MODE” is used for user to preset up to 5 different modes for different operation condition. After carefully adjusting
the fan’s duty, core speed and memory speed, press “SAVE” button and then press one of those five buttons to save for
your favorite modes. To select the user mode, you just press the number of the mode you save.

Step-1 Adjust the settings

Step-2 Click "SAVE" button
Step-3 Choose user mode number (1~5) to save

BIOS LOADING
This function is for users to load the VGA bios and save in the system for future usage.

Just press “BIOS” button to start:

SaVBIOS ==

Then, system will ask you the file name to save file BIOS file. e Y )
o Save VGA BIOS to file!

You just enter the file name then system start copying the BIOS to the file.

16



.:Ehraphics Card Utility Introduction

Please wait. .. [E=m = STATUS
e — . It shows the current value such as core clock speed, memory clock speed, fan speed (duty cycle), core voltage and

It will take within one minute to copy the BIOS file. others. Users can check those values any time while running application software.

1 ETATUE 2

SaVBIOS (55

Saved VGA BIOS to C:\VGABIOS.rom

done!

SETTING Setting - ThunderMaster =]

Users can make some change from the ThunderMaster's

original setting by their requirement. et Iinac Rinit s Aldosit St

+ Display the “current clock speed” on the Ul or “GPU base .
clock” (or 3D clock for 500 series) =Bk TodTos
* Load ThunderMaster while Windows startup or not Clock Display
* Enable ToolTips
Current dock @) Base [ 3D dock
 — Cancel

17 * 18



Graphics Card Utility Introduction

INFO (information)

This page gives you a very detailed status report on your card’s current operating environment, such as the model,
current display settings, current software and driver versions, etc. This could be helpful in the event you run into a
problem and need to talk to technical support.

INFORMATION

Th

tem D
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RESTORE
This function is to reset all the setting or adjustment to original setting.

Others

From the Ul (user interface), users can

* Press NVIDIA LOGO to go to NVIDIA CONTROL PANEL by their requirement.
* Press Palit LOGO to link to Palit website

+ Select different GPU under multiple-GPU configuration

Quit - ThunderMaster [

! ! Quit ThunderMaster now?

Restore default & Keep qurrent &
Quit Quit

Quit
Quit from the Ul (user interface), user can press
“Restore default & Quit” if you want to discard any change and keep the board to run with the factory setting.

Or, press
“Keep current & Quit” if you want to keep the changes you have made for the board.

20
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